### PART NUMBERS

<table>
<thead>
<tr>
<th>Dome Fittings</th>
<th>Flex Fittings</th>
</tr>
</thead>
<tbody>
<tr>
<td>PART NUMBERS</td>
<td>CABLE RANGE</td>
</tr>
<tr>
<td></td>
<td>A</td>
</tr>
<tr>
<td></td>
<td>Clearance Hole</td>
</tr>
<tr>
<td></td>
<td>Dim</td>
</tr>
</tbody>
</table>

### Notes:

1. **General Dimensions Drawings.**
2. **Dimensions [ ] Are in Inches.**
3. **Dimensions Noted Are for Reference Only.**

### Specifications:

<table>
<thead>
<tr>
<th>Part Number</th>
<th>Cable Range</th>
<th>Thread Type and Size</th>
<th>Dimensions (inches)</th>
</tr>
</thead>
<tbody>
<tr>
<td>CD07AA-BK</td>
<td>0.11-0.26 (3-6.5)</td>
<td>PG 9</td>
<td>F1/F</td>
</tr>
<tr>
<td>CD07AB-BK</td>
<td>0.08-0.20 (2-5)</td>
<td>PG 13</td>
<td>F1/F</td>
</tr>
<tr>
<td>CD07AR-BK</td>
<td>0.18-0.47 (4.6-12.0)</td>
<td>PG 16</td>
<td>F1/F</td>
</tr>
<tr>
<td>CD07AA-GY</td>
<td>0.11-0.26 (3-6.5)</td>
<td>PG 9</td>
<td>F1/F</td>
</tr>
<tr>
<td>CD07AB-GY</td>
<td>0.08-0.20 (2-5)</td>
<td>PG 13</td>
<td>F1/F</td>
</tr>
<tr>
<td>CD07AR-GY</td>
<td>0.18-0.47 (4.6-12.0)</td>
<td>PG 16</td>
<td>F1/F</td>
</tr>
</tbody>
</table>

### Dimensions (mm):

<table>
<thead>
<tr>
<th>Dimension</th>
<th>Units</th>
</tr>
</thead>
<tbody>
<tr>
<td>Clearance Hole</td>
<td>mm</td>
</tr>
<tr>
<td>Body Length</td>
<td>mm</td>
</tr>
<tr>
<td>Thread Flats</td>
<td>mm</td>
</tr>
</tbody>
</table>

### Contact Information:

14853 HINDSDALE AVE, SUITE D
CENTENNIAL, CO 80112-4240, USA
TEL: +1-303-699-1135
TOLL FREE: +1-800-456-9012
E MAIL: info@sealconusa.com
WEBSITE: www.sealconusa.com